               Moravan Z242L   --    N242AD

Before Starting Engine


After Engine Start/Taxi


Seats/Safety Belts  -  Adjust


Flight Inst  -  On

Spar Pressure  -  Check


Comm/Nav 1  -  On

Flight Controls  -  Check


Beacon  -  On

Flap Operation  -  Check


Inst/Radios  -  Set

Fuel Valve  -  L+R



Flaps  -  Up

Trim  -  Set (N/Half Right)


Brakes  -  Check

Master Switch  -  On





Battery Switch  -  On (Check Volts)   ______Before Takeoff



Generator Switch  -  On


Control Stick  -  Aft

Engine Inst Switch  -  On


Prop  -  Max

Flight Inst Switch  -  On


Brakes  -  Hold

Annuciator  -  Check



Throttle  -  2200 RPM

Flight Inst Switch  -  Off


Mixture  -  Lean Max RPM

Canopy  -  Close/Lock


Engine Insts  -  Check

Brakes  -  Check



Prop  -  Cycle X 3

Engine Starting



Mags  -  Check L/R/Both

Comm/Nav 1/2  -  Off



Idle  -  Check

Ignition Switch  -  Off



Throttle  -  1000-1200 RPM

Fuel Valve  -  L+R



Mixture  -  Ring Rich

Throttle  -  ¼” In



Flaps  -  T/O Position

Prop  -  Max




Heading  -  Set

Mixture  -  Rich



Transponder  -  Alt

Fuel Pump  -  On 3-5 Sec


Canopy  -  Closed/Locked

     (Fuel Pressure  -  14 psi min)

LHATS


Mixture  -  Pull Lean



Takeoff/Climb



Prop Area  -  Clear



Throttle  -  Max

Ignition Switch  -  Start


Rotate  -  50 KIAS

Mixture  -  In (Ring) at engine start

Takeoff  -  57-65 KIAS

Throttle  -  1000-1200 RPM


Flaps  -  Up (65 Min)

Oil Press  -  Check (25 psi min/30 s)

Climb  -  70-75 KIAS

Engine Inst  -  Check



Engine Inst  -  Monitor



Moravan Z242L  --  N242AD

Pre-Acro Check



Landing Check



Loose Items  -  Secure



Airspeeds  -  85/75/65 KIAS

Spar Pressure  -  Check


LCGUMP

G Meter  -  Press



Flaps  -  T/O on Base

Flight Inst Switch  -  Off


              Full on Final

G Awareness Turns

CLEAR




After Landing Check








Flaps  -  Up

S  -  Spar / G 




Lights  -  Off

A  - Area / Altitude



Transponder  -  STBY

F  -  Fuel 






E  -  Engine Inst



Engine Shutdown



C  -  Clear




Beacon  -  Off







Flt Inst/Comm Switches - Off

Post Acro / Descent



Throttle  -  1000-1200 RPM

Flight Inst  -  On



Mixture  -  Pull Lean Slowly

Heading  -  Set




Prop  -  Stopped

Lights  -  A/R




Ignition Switch  -  Off

Cooling Flap  -  A/R (200^ CHT)

All Circuit Switches  -  Off







Master Switch  -  Off







Fuel Valve  -  Off
Freqs:



    Runway      Elev





Meadowlake (00V)
122.7
     15/33
6874’
Den Radio
122.25

Springs East (A50)
122.9
     17R/35L
6145’
COS App 
124.0

Calhan (5V4)

122.725    17/35
6450’
COS App
118.5

Fremont Cnty (1V6)
122.8
     11/29
5439’
COS ATIS
125.0

Bullseye

121.95
     17/35
6036’
COS Twr
119.9


Bullseye ASOS
118.325    333-4512

COS Twr
133.15

Eagle Traffic

123.5



COS Gnd
121.7

Flight Watch

122.0



COS ClncDel
134.45

